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RMS 8500/

8501 /8505 RML 8551/8555 RMD8501/8505 RMD 8551/8555
RMS8500 | RMLESST RMD8SOT RMD8SST
RMS 8501 RML 8555 RMD 8505 RMD 8555

B o
RMS 8500 RML 8551 RMD 8501 RMD 8551

RMS 8501 RML 8555 RMD 8505 RMD 8555

RMS 8505

RMS 8500: Battery ignition RML 8551: MES RMD 8501: MES RMD 8551: MES

RMS 8501: MES RML 8555: AES RMD 8505: AES RMD 8555: AES

RMS 8505: AES

96 189 — =

90 179 160 190
S S S
12 volts DC/230 volts AC 12 volts DC/230 volts AC 12 volts DC/230 volts AC 12 volts DC/230 volts AC
LPG LPG LPG LPG

125 190 190 190

120 170 170 170

18.3 22.5 22.5 22.5

2.0t02.2 3.0t03.2 3.2 3.2

250to 270 360to0 380 380 380

° ° ° °

° ° ° °

° ° ° °

Coated sheet steel Coated sheet steel Coated sheet steel Coated sheet steel

Plastic Plastic Plastic Plastic
Silver-grey Silver-grey Silver-grey Silver-grey
525x 821 x 569 525x 1245x 626 525x 1245x 568 525x1245x 623
259 44.5 37.0 38.5

Certified to European Gas
Appliance Directive
90/396/EEC, e-certified
(Automotive EMC Directive)

Certified to European Gas
Appliance Directive
90/396/EEC, e-certified
(Automotive EMC Directive)

Certified to European Gas
Appliance Directive
90/396/EEC, e-certified
(Automotive EMC Directive)

Certified to European Gas
Appliance Directive
90/396/EEC, e-certified
(Automotive EMC Directive)

1245

1245

1245

Contents, specifications and availability are subject to change due to the technical improvement.



84 Technical data - refrigerators

4.28
Absorption
refrigerators RM 4181 M RM 4210/4211 LM RM 4281 LM
Model RM 4210
RM 4181 M RM 4211 LM RM 4281 LM
Energy Selector Reigniter ignition RM 4210: Piezo ignition Reigniter ignition

Gross capacity (1)
with freezer compartment
incl. freezer compartment

Input rating
230 volts (watts)
12 volts (watts)
Gas (g/h)

Consumption
230 volts (kWh/24 h)
12 volts (kWh/24 h)
Gas (g/24 h)

Refrigerator +7°C at ambient
temperatures up to 32°C
(equivalent to climate class SN)

RM 4211 LM: Reigniter ignition

Refrigerator +7°C, freezer compartment
up to =12°C at ambient temperatures up
to 32°C (equivalent to climate class SN)

Refrigerator +7°C, freezer compartment
up to =12°C at ambient temperatures up
to 32°C (equivalent to climate class SN)

Insulation
Pentane-blown foam ° ° °
PU foam — — —
System
Absorption cooling ° ° °
Cabinet design
Cabinet Coated sheet steel Coated sheet steel Coated sheet steel
Door Plastic Plastic Plastic
Panel Coated aluminium Coated aluminium Coated aluminium
Colour Grey Grey Grey
Dimensions (W x H x D mm) 401 x617 x 451 486 X618 x 474 486 x 821 x 474
Weight (kg) 18.0 20.7 23
Test marks Certified to European Gas Appliance Certified to European Gas Appliance Certified to European Gas Appliance

Directive 90/396/EEC, e-certified
(Automotive EMC Directive)

Directive 90/396/EEC, e-certified
(Automotive EMC Directive)

Directive 90/396/EEC, e-certified
(Automotive EMC Directive)

Contents, specifications and availability are subject to change due to the technical improvement.
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RM 4230 L | RGE 2000 . RF 60

: 9105203240 (50 mbar) D, CH, A
: : 9105203244 (30 mbar*) D, CH, A
RM 4230 L ' RGE 2000 ' 9105203241 (30 mbar*) DK, FI, N, S
: ' 9105203243 (28 - 37 mbar) F, I, E, NL
: 9105203242 (28 — 37 mbar) UK

Piezo ignition Piezo ignition 12-volt Battery ignition
70 97 approx. 60

5 © 105 :

12 volts DC/230 volts AC 230 volts AC 12 volts DC/230 volts AC
LPG 1 LPG 1 LPG

125 135 110

120 — 110

18.3 18 14.8

2.4 D26 119

2.4 — . B2

310 270 : 325bis 375
Refrigerator +7°C, freezer compartment up to -12°C : Up to 30°C below ambient temperature, Up to 30°C below ambient temperature

at ambient temperatures up to 32°C (equivalent to . freezer compartment up to -12°C
climate class SN) :

8 - L
— ° °

° ° .

Coated sheet steel . Coated sheet steel : Coated sheet steel

Plastic . Coated sheet steel . Plastic

Coated aluminium o — © Aluminium

Grey White Black/aluminium

486 x821x474 531 x851.6 x558 486 x615x 490

22.2 33.3 26

Certified to European Gas Appliance Directive Certified to European Gas Appliance Directive Certified to European Gas Appliance Directive
90/396/EEC, e-certified : 90/396/EEC : 90/396/EEC

(Automotive EMC Directive)

531 ) % 558
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*Supplied with hose, only permitted for use on a gas socket (coupling)

Contents, specifications and availability are subject to change due to the technical improvement.



88 Optional extras for 8-/4-series absorption refrigerators @ Dometic

Accessories for absorption refrigerators 428

Sufficient ventilation is imperative for your refrigerator to operate correctly. Maximum performance can only be achieved if
heat build-up behind the unit is prevented. Suitable ventilation solutions along with winter protection, convenience options
and replacement parts are available from the Dometic accessory range.

Optional extras for ventilation for the 8-/4-series

L

Ventilation grill for single- and double-door models: Attached to the outside of the vehicle. Roof ventilation: Recommended if there is an
Single-door models require the grills LS 100 (top) and LS 200 (bottom). The LS 300 for RML and  awning cover at the side of the fridge. Use in

double-door models can be used at the top and at the bottom. (winter cover included) combination with LS 200 or LS 300.
LS 100, top, white — single door // Ref.-No.: 9105900012 R 500, white
LS 100, top, beige — single door // Ref.-No.: 9105900011 Ref. No.: 9105900020

LS 200, bottom, white — single door // Ref.-No.: 9105900014
LS 200, bottom, beige — single door // Ref.-No.: 9105900013
LS 300, white — double door // Ref.-No.: 9105900015

Shelf instead of a freezer compart- Ventilation set: for optimal ventilation of ~Winter sets for single- and double-door models:
ment — create your own space: after  your absorption refrigerator. Thermostat- WA 120/ 130 are available as replacement covers. EWS 300

removal of the freezer compartment, controlled, extremely easy to install. enhances your fridge’s insulation values and ensures
you can optimise use of the space in  Particularly recommended for highambient ~ maximum performance even at ambient temperatures
your 8-series fridge with an addition-  temperatures or intense sunlight. reaching -30°C.
al shelf.
RM/S 8400/1 // Ref. No.: 9105703589 Ref. No.:9105900007 WA 120/ 130 (set) top/bottom, for LS100 / LS200, white
RM/S 8500/1/5 // Ref.No.: 9105703587 Ref.No.:9105900018
RM 8551/5 // Ref. No.: 9105703588 WA 120 / 130 (set) top/bottom, for LS100 / LS200, beige
RML 8551/5 // Ref. No.: 9105703591 Ref.No.:9105900019
EWS 300 for LS 300, white — designed for temperatures
below 0°C

Ref.No.: 9105900017

Comfort and replacement accessories for the 8-/4-series

Egg shelf: break-protected storage of uptosix  Active carbonfilter: eliminates odoursincool-  Battery ignition: for retrofitting on all piezo
eggs. For all Dometic refrigerators. ing appliances and other closed receptacles. refrigerators with plastic dashboard holders.

Ref. No.: 9105900009 Ref. No.:9105900008 Ref.No.:9105900010

Contents, specifications and availability are subject to change due to the technical improvement.





